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NOTE:
HEIGHT OF SIDEWALK

SHALL BE CALCULATED AT %4~

PER FOOT FROM BACK OF
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3/4” EXPANSION JOINT-

12" MIN.AT L 15" MIN.

DRIVEWAY ENTRANCES AND SIDEWALK
SHALL BE 6" THICK, MIN. 6 BAG MIX.
6% MIN. AIR ENTRAINMENT

IF ANY EXPANSION JOINT IS WITHIN 3
FEET OF DRIVEWAY CONSTRUCTION. THE
CURB SHALL BE REMOVED TO THE JOINT.
DOWEL THE NEW CURB INTO THE
EXISTING WITH NO. 4 BARS, 4" LENGTH

NO. 4 BAR

ANCHOR NEW C
WITH A NO.

DOWEL REINFORCEMENT SECTION:

4 BAR IN TOP AND
BOTTOM SECTION.

URB TO _EXISTING
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/
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CONTINUOUS

CONTRACTOR TO ANCHOR
NO. 4 BAR SNUGGLY
(GROUT IF NECESSARY)

SAWCUT EXISTING CURB HEAD TO
MEET DRIVEWAY CURB SPECIFICATIONS
OR REMOVE AND REPLACE EXISTING

CURB CUT AND DRIVEWAY
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